
STYLE 4200

DELTA MECHANICAL SEAL COMPONENTS

L-SHAPED STATIONARY FACES

Ceramic
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0.625 0.5001.630
0.750 0.5001.750
0.875 0.5001.880
0.937 1.557 0.6251.940 0.250
1.000 1.620 0.6252.090 0.250
1.125 1.745 0.6252.220 0.250
1.1875 1.807 0.6252.440 0.250
1.250 1.870 0.6252.340 0.250
1.375 1.995 0.6252.410 0.250
1.437 2.166 0.6252.560 0.250
1.500 2.245 0.6252.720 0.250
1.625 2.370 0.6252.840 0.250
1.6875 2.495 0.6253.090 0.250
1.750 2.495 0.6253.090 0.250
1.875 2.620 0.6253.220 0.250
2.000 2.745 0.6253.470 0.250
2.125 2.870 0.6253.720 0.250
2.250 2.995 0.6253.840 0.250
2.375 3.057 0.6253.880 0.250
2.500 3.245 0.6254.090 0.250
2.625 3.370 0.6254.220 0.250
2.750 3.615 1.0004.380 0.250
2.875 3.740 1.0004.500 0.250
3.000 3.865 1.0004.560 0.250
3.125 3.990 1.0004.690 0.250
3.250 4.115 1.0004.880 0.250
3.375 4.240 1.0005.000 0.250
3.500 4.365 1.0005.1300 0.250
3.750 4.615 1.0005.380 0.250
3.875 4.740 1.0005.500 0.250
4.000 4.865 1.0005.630 0.250
4.125 4.990 1.0005.750 0.250
4.375 5.240 1.0006.000 0.250
4.500 5.365 1.0006.130 0.250
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DIMENSIONAL DATA FOR DELTA SEAL STYLE 4200
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Distributed By:

(Phone)
(Fax)

Manufactured By:

(Phone)
(Fax)

44 Probber Lane
Fall River, MA 02720

Delta 

508-324-4032
508-324-4339


